
ANOSCREEN
CERTIFIED FIRE & ACOUSTIC 
TIMBER SCREENS

PERFORMANCE TIMBER DOORSET AND SCREEN MANUFACTURING



Phone: + 44 (0) 1422 306 830

Email:  info@hansonandbeards.co.uk
Web: www.hansonandbeards.co.uk

FINISHES & OPTIONS

• Hardwood with factory lacquered finish
• Softwood with primed paint finish
• Timber architraves for the glazed screen perimeter 

available in softwood / hardwood & mdf 
(Factory finished in primed paint or lacquered finish

• Integral venetian blinds available

CONSTRUCTION

• FR 30’ glazed screens available as approved 
softwood or hardwood

• FR 60’ glazed screens available as approved 
hardwood

• Single or double framed glazing with approved 
safety glass to B.S. 6206

• Single full height “Vision Line” frameless vertical 
silicon glazing joints available

PERFORMANCE

• Fire rated in accordance with B.S 476 Part 22: 
1987 to FR 30’ & FR 60’ (Glass as integrity only or 
Integrity and insulation)

• Acoustic tests of non fire and fire rated / safety glass 
in accordance with BS EN ISO 140:3 1995

• Single and Double glazed options also available
• All products with full FSC ‘chain of custody’ and 

compliant certification if required

ALL HANSON AND BEARDS LTD DOORSETS ARE 
COMPLEMENTED BY ANOSCREEN TIMBER SCREENS, 
DESIGNED AND MANUFACTURED TO OFFER HIGH QUALITY 
GLAZING OPTIONS TO MEET APPROVED LEVELS OF FIRE AND 
ACOUSTIC PERFORMANCE.

Please find our full specifications / technical / cad details at www.hansonandbeards.co.uk 
or contact Hanson and Beards Ltd for assistance in writing your project specification.
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